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COASTAL OUTRIGGER BASE

COASTAL BASE INSTALLATION
Please read all instructions before installing your new bases
NEED (not included):
INSTALLATION NOTES
If your t-top canopy is significantly curved or arched, we
recommend using wedge plates to ensure your outrigger base
mounting surface is parallel to the bottom of the canopy.
7.5° Wedge plates are available from gemlux (part: or-bw-21)
(not included).
For bolts, we recommend a length approximately equal to your
canopy thickness + 1”.

• Personal protective equipment (at least: eyewear,
mask, gloves)
• Manual screwdriver
• Drill with 1⁄4” drill bit (for best results, use a 17/64” bit for
correct clearance)

• ¾” Hole saw or ¾” drill bit
• Masking tape

Every installation is different; please check that your fasteners
do not interfere with the seating of the bell portion of your
coastal base.

• Wrench

(Do not use power tools to install fasteners. Gemlux is not
responsible for broken fasteners)

• (8) Stainless steel washers

• (8) Stainless steel ¼” bolts with (8) matching stainless
steel nuts with nylon inserts (nylocks)

• (8) Nylon/Fiber Washer
Remember, exposed fiberglass and similar composites are
irritants to the lungs, eyes, and skin. Always remember to wear
personal protective equipment.
Always treat power tools with respect.

• Loctite blue 242
OPTIONAL (not included):
• Marine-grade sealant (such as 3m 4200 or 5200, sikaflex
291, etc.)

HARDTOP INSTALLATION
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Clean the hardtop around the installation surfaces. Ensure that the
area is completely dry before continuing.
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Remove the Coastal Base components and drill four (4) clearance
holes per base for ¼” mounting fasteners.
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Select the desired installation location of your base by ensuring
that there is enough room in the hardtop for the ¾” center hole and
bolt pattern. Check that the canopy is 1.75” thick or less. Check that
there is enough room underneath for clearance of the backing plate
(included) and handle (minimum 4.5” diameter).

10

3

Unscrew the handles of your coastal bases to separate the bases into
the following components: Handle, Backing plate, Baseplate, and
Coastal mount.

After cleaning the canopy of the template and tape, place the
Baseplates (with included foam gaskets or marine grade sealant
adhesive) on the canopy. Make sure the black O-ring side is facing up.
Underneath the canopy, apply the backing plate (with included foam
gaskets or marine grade sealant adhesive). If using sealant, apply a
bead under the edges of the Baseplate and Backing plate, and under
the edges of each fastener hole.
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Install the four (4) mounting fasteners (1/4”) with Blue Loctite 242 from
under the Backing Plate through the canopy to the Baseplate. We
recommend using nylon/fiber washers, stainless steel washers, and
stainless steel nylon-insert nuts (nylocks) to complete the mounting
arrangement. If using sealant, clean up excess sealant with acetone if
necessary (DO NOT USE alcohol-based cleaners).
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Place your Coastal Mounts on your Baseplates, and clamp the whole
assembly together by screwing the handles in from underneath the
canopy until tight.
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Allow the sealant to cure. Enjoy your new Coastal Outrigger Bases!
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Completely tape the top and bottom of the hardtop in the area encircled
by the installation template. Masking tape reduces the risk of the drill bit
or hole saw chipping the fiberglass or fraying composites.
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Don your PPE!
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Adhere the installation template to the hardtop, ensuring that an
imaginary line connecting through two opposite mounting holes points
straight fore and aft. Pilot drill all the way through the center of the
large template hole. Then, drill the ¾” hole halfway through the T-top
and meet it from the other side using the pilot hole for alignment.
Drilling from both sides of the hardtop reduces the risk of chipping
fiberglass or fraying composites.
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Place a Baseplate on the installation template, aligning the center
holes. Place the Coastal mount on the baseplate, inserting the pins.
Use the head tube to double-check that at least one position points
directly fore or directly aft (if one does, all the rest are correct too!)
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Confirm the base’s fit, alignment, and stability. Adjust your templates
or mark the four (4) mounting holes per base for drilling.

SOFT TOP INSTALLATION
Soft Top installation requires a reinforced bracket or mounting plate for
installation. These are commonly available or can be custom made by a
metal fabricator. It is recommended that nylon/fiber washers are used to
separate any stainless steel from aluminum parts to prevent corrosion.

Coastal Mount

Base Plate

1/4’’ Nylon-insert SS Nut
1/4’’ Stainless Steel Washer
1/4’’ Nylon/Fiber Washer

Backing Plate
1/4’’Stainless Steel Bolt
Handle

